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NAME OF TENDERER: <name>
	A
	
	C
	D
	E

	ITEM NUMBER
	QUANTITY
	SPECIFICATIONS OFFERED
(INCLUDING BRAND/MODEL)
	UNIT COSTS WITH DELIVERY DAP SUDAN 
EUR
	TOTAL
EUR

	1
	570m2
	VG panels joint with eccentric hook, insulation in expanded polyurethane, coating in zinc-painted sheet, smooth finish, for walls and ceilings. Coating PV/PV; Width 120mm
	
	

	2
	330m2
	VI joint panels with concealed fastening, expanded polyurethane insulation, coating in galvanized pre-painted sheet, slatted finish for external coat
	
	

	3
	210m2
	Overlapping VI panels, expanded polyurethane insulation, coating in galvanized pre-painted sheet, finish. Coating PV/PV; Width 60+40mm;
	
	

	4
	N. 2
	Manual sliding TN refrigerated door, PVC frame, fiberglass-lined door with aluminium trim, slip-on cover in zinc-painted sheet steel, clear light mm 2000x3000H. Coating VTR; Width 100
	
	

	5
	N. 1
	Revolving civil door with White Ral 9010 aluminium frame, blind with fiberglass panel, complete with panels; clear light mm 1200x2100H. Coating VTR; Width 40.
	
	

	6
	N. 1
	2500x4000H manual sectional door with 2 portholes and stainless steel "H" support structure
	
	

	7
	N. 1
	Isothermal portal (dock shelter) dim 3400x4500 mm
	
	

	8 
	10.800 Kg
	Metal structure in hot galvanized steel, height mt 5.00 for two pitches. The supply includes: 10 columns in HEA profile, 4 main trusses im IPE, 9 purlins "omega", connections between tubular columns 120x120, vertical and horizontal bracing in the round with tensioners, 10 anchor bolts, plates and various nuts and bolts.
	
	

	9
	N. 1
	Assembly drawings, executive drawings and calculation reports
	
	

	10
	200 LM
	Aluminium finishing profiles with PVC Snap-On cover	
	
	

	11
	210 Kg
	Finishing profiles in pre-painted zinc sheet
	
	

	12
	N. 1
	Data monitoring system
	
	

	13
	N. 1
	Lighting system for cold uses
	
	

	14
	N. 1
	Manual Transpallet
	
	

	15
	N. 120
	Plastic Storage bins. Dim. ext. 1050x640x668 mm Int. dim. 935x585x516 mm. Bottom: solid and ribbed. Walls: solid and ribbed Handles: external
	
	

	16
	120 LM
	PVC skirting with concealed fixing
	
	

	17
	N. 1
	Generator 80 Kva with perkins engine
	
	

	18
	20 days
	Foreman
	
	

	19 
	N. 2
	Monobloc type refrigeration units at the service of n. 02 cold storage rooms with a total volume of approximately 268 cubic meters.
	
	

	20
	N.1
	Monobloc type refrigeration unit for the loading and unloading area goods with a total volume of approximately 352 cubic meters.
	
	

	Spare Parts
	
	

	21
	N. 2
	Motor fans for air condensers
	
	

	22
	N. 2
	Motor fans for cubic evaporators
	
	

	23
	N. 1
	Remote keypad complete with integrated electronic card
	
	

	24
	N. 2
	Thermostatic expansion valve with orifice
	
	

	25
	N. 1
	Motor-driven compressor for refrigerated unit
	
	

	26
	N. 1
	Semi-hermetic motor compressor for Monobloc zone unit
	
	

	27
	
	[bookmark: _GoBack]Other services: 
	
	

	
	
	 
	Total
	



July 2019	Page 1 of 1
c4g_annexivfinoffer_en.doc

July 2019	Page 2 of 3
c4g_annexivfinoffer_en.doc

 


July 2019


 


Page 


1


 


of 


1


 


c4g_annexivfinoffer_en.doc


 


ANNEX 


IV:


 


Budget breakdown


 


(


Model financial offer


)


 


 


Page No


 


1 


[


o


f


 


3


]


 


PUBLICATION REFERENCE: 


AID10017


-


CS


-


01


-


2019


 


CIG 


8007740418


 


 


NAME OF TENDERER:


 


<


name


>


 


A


 


 


C


 


D


 


E


 


I


TEM


 


NUMBER


 


Q


UANTITY


 


SPECIFICATIONS OFFER


ED


 


(


INCLUDING 


BRAND


/


MODEL


)


 


U


NIT COSTS WITH 


DELIVERY 


DAP


 


SUDAN


 


 


EUR


 


TOTAL


 


EUR


 


1


 


570m2


 


VG panels joint with eccentric hook, insulation in expanded 


polyurethane, coating in zinc


-


painted sheet, smooth finish, for walls 


and ceilings


. 


Coating PV/PV; Width 120mm


 


 


 


2


 


330m2


 


VI joint panels with concealed fastening, expanded polyurethane 


insulation, coating in galvanized pre


-


painted sheet, slatted finish for 


external coat


 


 


 


3


 


210m2


 


Overlapping VI panels, expanded polyurethane insulation, 


coating 


in galvanized pre


-


painted sheet, finish


. Coating PV/PV; Width 


60+40mm;


 


 


 


4


 


N. 2


 


Manual sliding TN refrigerated door, PVC frame, fiberglass


-


lined 


door with aluminium trim, slip


-


on cover in zinc


-


painted sheet steel, 


clear light mm


 


2000x3000H


. 


Coating VTR; Width 100


 


 


 


5


 


N. 1


 


Revolving civil door with White Ral 9010 aluminium frame, blind 


with fiberglass panel, compl


ete with panels; clear light mm 


1200x2100H


. 


Coating VTR; Width 40.


 


 


 




  July 2019   Page  1   of  1   c4g_annexivfinoffer_en.doc   ANNEX  IV:   Budget breakdown   ( Model financial offer )     Page No   1  [ o f   3 ]   PUBLICATION REFERENCE:  AID10017 - CS - 01 - 2019   CIG  8007740418     NAME OF TENDERER:   < name >  

A   C  D  E  

I TEM   NUMBER  Q UANTITY  SPECIFICATIONS OFFER ED   ( INCLUDING  BRAND / MODEL )  U NIT COSTS WITH  DELIVERY  DAP   SUDAN     EUR  TOTAL   EUR  

1  570m2  VG panels joint with eccentric hook, insulation in expanded  polyurethane, coating in zinc - painted sheet, smooth finish, for walls  and ceilings .  Coating PV/PV; Width 120mm    

2  330m2  VI joint panels with concealed fastening, expanded polyurethane  insulation, coating in galvanized pre - painted sheet, slatted finish for  external coat    

3  210m2  Overlapping VI panels, expanded polyurethane insulation,  coating  in galvanized pre - painted sheet, finish . Coating PV/PV; Width  60+40mm;    

4  N. 2  Manual sliding TN refrigerated door, PVC frame, fiberglass - lined  door with aluminium trim, slip - on cover in zinc - painted sheet steel,  clear light mm   2000x3000H .  Coating VTR; Width 100    

5  N. 1  Revolving civil door with White Ral 9010 aluminium frame, blind  with fiberglass panel, compl ete with panels; clear light mm  1200x2100H .  Coating VTR; Width 40.    

